
Designation of a Notified Body pursuant to the Construction
Products Regulation

From : Government Office of the Capital
City Budapest
Németvölgyi út 37-39
H-1124 Budapest
Hungary

To : European Commission
GROWTH Directorate-General
200 Rue de la Loi,
B-1049 Brussels.

Other Member States

Reference : Regulation (EU) No 305/2011 - Construction products

Body name, address, telephone, fax, email, website :

KTI Közlekedéstudományi Intézet Nonprofit Kft.
Thán Károly u. 3-5.
H-1119 Budapest
Hungary
Phone : +361 3715936
Fax : +361 2055951
Email : kti@kti.hu
Website : www.kti.hu

Body : NB 2071

Created : 21/04/2008 | Last update : 02/01/2017

The body is formally accredited against :

EN ISO/IEC 17065 - Product certification

Name of National Accreditation Body (NAB) : NAH
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Tasks performed by the Body :

Last approval date : 23/01/2018

Decision Product family, product/Intended use AVCP system Technical specification

96/579/EC Circulation fixtures (1/2) : - Vehicle restraint systems:
parapets (for circulation areas), Vehicle restraint barriers:
transition barriers (for circulation areas), Vehicle restraint
systems: crash cushions (for circulation areas).

Product
Certification Body
(System 1)

EN 1317-5:2007+A2:2012

EN
1317-5:2007+A2:2012/AC:2012

96/579/EC Circulation fixtures (1/2) : - Road traffic signs and traffic
control devices installed permanently for vehicular and
pedestrian uses: permanent traffic signs (for circulation
areas).

Product
Certification Body
(System 1)

EN 12899-1:2007

97/740/EC Masonry and related products (1/3) : - Masonry units category
I (in walls, columns and partitions).

FPC Certification
Body (System 2+)

EN 771-1:2011

EN 771-1:2011+A1:2015

EN 771-3:2011

EN 771-3:2011+A1:2015

EN 771-4:2011

EN 771-4:2011+A1:2015

98/214/EC Structural metallic products and ancillaries (2/4) : - Structural
metallic construction members: finished metallic products
such as trusses, girders, columns, stairs, ground piles,
bearing piles and sheet piling, cut to size sections designed
for certain applications, and rails and sleepers. They can be
unprotected or protected against corrosion by coating, welded
or not. (for uses in work's frames and foundations).

FPC Certification
Body (System 2+)

EN 1090-1:2009+A1:2011

98/598/EC Aggregates for uses with high safety requirements (2/2) : -
Aggregates and fillers for concrete, mortar and grout (in
buildings, roads and other civil engineering work), Railway
ballast (for railway works), Armourstones (for hydraulic
structures and other civil engineering works), Aggregates for
unbound and hydraulically bound mixtures (for roads and
other civil engineering works), Fillers for bituminous mixtures
and surface treatments (for roads and other civil engineering
works), Aggregates for bituminous mixtures and surface
treatments (for roads and other civil engineering works).

FPC Certification
Body (System 2+)

EN 12620:2002+A1:2008

EN 13043:2002

EN 13043:2002/AC:2004

EN 13242:2002+A1:2007

EN 13383-1:2002

EN
13383-1:2002/AC:2004

EN 13450:2002

EN 13450:2002/AC:2004

98/601/EC Road construction products (1/2) : - Surface treatments (for
surface treatments of roads).

FPC Certification
Body (System 2+)

EN 12271:2006

EN 12273:2008

98/601/EC Road construction products (1/2) : - Bituminous mixtures (for
road construction and surface treatment of roads).

FPC Certification
Body (System 2+)

EN 13108-1:2006

EN
13108-1:2006/AC:2008

EN 13108-2:2006

EN
13108-2:2006/AC:2008

EN 13108-5:2006

EN
13108-5:2006/AC:2008

EN 13108-6:2006

EN
13108-6:2006/AC:2008

98/601/EC Road construction products (1/2) : - Bitumen (for road
construction and surface treatment of roads).

FPC Certification
Body (System 2+)

EN 12591:2009

EN 13924:2006

EN 13924:2006/AC:2006

EN 14023:2010
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Decision Product family, product/Intended use AVCP system Technical specification

99/94/EC Precast normal/lightweight/autoclaved aerated concrete
products (1/1) : - Precast normal/lightweight/autoclaved
aerated concrete products (for structural use).

FPC Certification
Body (System 2+)

EN 1168:2005+A3:2011

EN 12737:2004+A1:2007

EN 12794:2005+A1:2007

EN
12794:2005+A1:2007/AC:2008

EN 12843:2004

EN 13224:2011

EN 13225:2013

EN 13693:2004+A1:2009

EN 13747:2005+A2:2010

EN 13978-1:2005

EN 14843:2007

EN 14844:2006+A2:2011

EN 14991:2007

EN 14992:2007+A1:2012

EN 15037-1:2008

EN
15037-2:2009+A1:2011

EN 15050:2007+A1:2012

EN 15258:2008
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